EDGE OF
EDGE OF STANDARD SIGN PANEL

SHOULDER  SA | >

e
TRAVELED 1"z )
WAY

RETRO REFLECTIVE

4 PANEL(S)
3" X 36"

\V\V\V\V vvw‘%s‘,..

SRS

WS 4
. S S
DESIGNA-H __ yasun—  DESIGN C-F 18" MIN. % SRR
STEEL :_ :
U-POST
STEEL ORRIVET
B, " B
echaSneoma St — NOTE: TYPE "C-F" DELINEATORS TO HAVE STRIPS ON BOTH SIDES OF POSTS.
NOTES:

FURNISH RETRO-REFLECTIVE SHEETING ACCORDING TO THE STANDARD SPECIFICATIONS
FOR RETRO-REFLECTIVE SHEETING IV (HIGH INTENSITY). POSITION DELINEATOR FACES
PERPENDICULAR TO THE TANGENT TO CURVE CENTERLINE.

MOUNT PANEL DELINEATOR ON METAL U-POSTS (1.12 LB./FT. MIN. AND 2 LB./FT. MAX.).

PLACE DELINEATORS AT A CONSTANT CLEARANCE DISTANCE FROM THE EDGE OF THE
PAVEMENT EXCEPT WHERE GUARDRAIL OR OTHER OBSTRUCTIONS INTERFERE.

ALIGN THE DELINEATORS WITH THE INSIDE EDGE OF THE OBSTRUCTION.

CLEARANCE FOR DELINEATORS IS 6'-0" ON INTERSTATE HIGHWAYS, 4'-0" ON PRIMARY

AND SECONDARY HIGHWAYS OR AS DETERMINED BY THE ENGINEER.

THE STANDARD MOUNTING HEIGHT IS 4'-0" TO THE TOP OF THE POST. SUPPLY POST
LENGTHS TO MAINTAIN THE PROPER MOUNTING HEIGHT AND A MINIMUM OF 18" EMBEDMENT.

SPACE DELINEATORS ACCORDING TO DETAILED DRAWING 619-36.

UNDER NORMAL SPACING, SHOULD A DELINEATOR FALL WITHIN

A CROSSROAD OR APPROACH, IT MAY BE MOVED IN EITHER DIRECTION A DISTANCE
NOT TO EXCEED ONE QUARTER OF THE NORMAL SPACING. ELIMINATE DELINEATORS
STILL FALLING IN SUCH AREAS.

MOUNT THE DELINEATOR PANEL(S) 1" BELOW THE TOP OF THE METAL U-POST.




